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Suitable for most industrial applications. Typical applications include Utilities 
and Construction. The Duo-protection anti-penetration solution makes the boot 
suitable for the toughest situations. 
 
 

S3 CI 
SRC AN 

EN ISO 
20345:2011 

 

 
Cat. 2 

Standard 

Areas of 
Application 

Sizes 5 

Code 

Standard 

Name / 
Description 

Weight 

Colour 

PB59C-BLK  

S3 CI SRC AN 

790 grams 

Black 

Symbols 

Contact 
 

Bilder – Parabolic Boot 

Properties 

 

Upper: Water-repellent Full Grain Leather. Reflective Piping. 
Lining: Three-dimensional Micro-Porous Textile, High Breathability. 
Sole: Parabolic Sole Technology, Helium, Bi-Density Window / PU2D – 120°C 
Heat Resistance.   
Toecap: HDFC Fibreglass. 
Midsole: Stainless Steel and High tenacity composite fabric <<0>> 
penetration. 
Special Features: Abrasion Resistant “Grove” Scuffcap. Ankle Protection. 
 

 Care  
Instructions 
 

For best performance upper should be kept clean and treated regularly with a proprietary shoe 
polish. The sole unit should be checked regularly and kept free from debris. Footwear with 
obvious damage may not offer full protection and must be replaced. 
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